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GREENLAND PRO ​

GREENLAND PRO is NVC’s high-performance 
IP66 non-corrosive, designed around the needs 
of real projects.

Combining installer-focused design with high efficiency, 
selectable outputs and extensive emergency and control 
options, GREENLAND PRO delivers the flexibility to build 
the right solution around the application.
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A BETTER WAY FORWARD 
FOR NON-CORROSIVE

DESIGNED AROUND INSTALLATION
Installer-focused details that make a 
real difference on site.

HIGH‑PERFORMANCE IP66 NON-CORROSIVE

SEE NON-CORROSIVE. THINK GREENLAND PRO.

FLEXIBLE BY DESIGN
Selectable outputs, multiple options and 
control choices for every project.

ENGINEERED TO PERFORM
High efficiency, robust protection and 
long-term reliability you can trust.
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KEY FEATURES
DESIGNED AROUND INSTALLATION. FLEXIBLE BY DESIGN. ENGINEERED TO PERFORM.

BUILT FOR THE LONG TERM

Robust IP66 and IK10 protection, quality 
components and a 7-year PROe warranty provide 
long-term project reassurance.

POWER SELECTABLE

Each GREENLAND PRO version 
offers 4-way power selection, 
providing greater flexibility to 
tailor light output around the 
project.

With a wide range of options available, GREENLAND PRO can be configured to suit different project requirements. 
Visit our website or speak to our technical team on +44 (0)121 457 6340 to find the right configuration for your project.

CONTROLS & 
DIMMING

Available with a range of dimming 
sensor and smart-control options 
including DALI / Switch Dim, Corridor 
Function, Casambi and HubSense.

9W 
to 

77W

3NVC LIGHTING

+44 (0)121 457 6340    I    sales@nvcuk.com                                                                                                                                   www.nvcuk.com

HIGH EFFICIENCY 
Delivering high-efficiency 
performance of up to 169 lm/W, 
helping support energy-efficient 
lighting design and operation.

Up to

169
l.lm/c.W

EMERGENCY 
OPTIONS

Available with 3 hour LiFePO4 
emergency options, including 
manual, self-test and addressable 
variants, with plug-and-play conversion 
options available. 

MULTIPLE SIZES

Available in 2ft, 4ft, 5ft and 6ft 
lengths, providing flexibility 
across different applications 
and project layouts.

CCT OPTIONS

Available in fixed 4000K and selectable CCT 
variants (2700K / 4000K / 6000K), providing 
greater flexibility at specification and 
installation stage.

2700K, 4000K and 6000K
4000K as standard

2 FIX INSTALLATION

A two-stage installation system 
that separates first fix from 
second fix, improving installation 
flexibility and project workflow 
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Designed around the job, supporting better project 
sequencing and greater installation flexibility.

BASE

LIGHT 
ENGINE



4 NVC LIGHTING

BASE: First fix
•	 Fix the base to the ceiling.
•	 Bring the mains supply into position at the end or rear.
•	 Supports flexible project sequencing.
•	 Keeps the light engine safely separate 
	 while other trades continue 
	 working.

LIGHT ENGINE: Second fix
•	 Fit the light engine when the project is ready for second fix.
•	 Position the movable terminal block to suit the incoming supply.
•	 Complete the electrical connection and commissioning.

High efficacy: 
up to 169 lm/W

Superior energy efficiency.

Movable terminal block
Fix anywhere along the base to 

match incoming supply.

Gear tray attached to diffuser
One step removal for fast access, easily 

unclips for replacement.

A BETTER WAY 
TO INSTALL

DESIGNED AROUND INSTALLATION. 

2 FIX. DESIGNED AROUND 
THE WAY PROJECTS WORK

GREENLAND PRO’s 2 FIX architecture separates 
installation into first-fix and second-fix stages, helping 
support more flexible project sequencing on site. 
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Base

Clips hang clear of the sides - 
No extra hands required when 
closing.

Light engine, detachable

M20 tapped and 
plugged

Tridonic driver Tapped holes in the 
rear for conduit entry
•	 Pre-drilled holes, tapped and sealed 		
	 with IP66 plugs. No drilling required 		
	 for the prepared entry points.

MW occupancy sensor
•	 Microwave occupancy sensor available with adjustable: 
	 o  Switch-on lux threshold
	 o  Hold time
	 o  Sensitivity / detection area

This can be supplied ready fitted (suffix MW), or 
as a plug-in accessory for adding on site 
as required, as listed overleaf.

Elongated mounting 
clip grooves. 
•	 Precision positioning of clips not required.
•	 Mounting clips can be positioned as is 	
	 convenient and the base can then be slid 	
	 into the correct position.

End cable entry via twist-out 
plug and supplied IP66 gland​

No drilling required.

Clips remain open​​
Hassle-free light engine refitting.

Twist-out 20mm base entry 
plug with BESA mounting​

Easy rear cable entry and fixing​.

Tridonic driver on quick-release clips 
Easy swap for maintenance 

and upgrades.

Four selectable wattages
Flexible output in one 

slim body​.

DESIGNED 
AROUND THE JOB
Practical features throughout GREENLAND PRO help 
make installation, adjustment and maintenance more 
straightforward.



Emergency testing – 
what are the options?

MANUAL TEST

A manual key switch is required.
Because testing, checking, and
record-keeping are all manual
operations, this option has the
highest testing costs. It is
recommended for smaller
projects.

SELF-TEST

Automated testing, but 
record keeping is still manual. 
For small to medium-sized 
projects, self-test offers a 
rapid payback

DALI ADDRESSABLE TEST

Fully automated testing, reporting,
and recording deliver the lowest
testing cost. Choose from wired 
DALI or wireless Casambi or 
HubSense options for reduced 
installation costs. This is a great 
solution for large projects.

WARRA
NTY

SEVEN YEAR
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EMERGENCY
GREENLAND PRO is available with our full selection of factory built 
3 hour emergency options. Choose from manual test, 
self-test, or addressable test options.

Manual and self-test conversion packs are also 
available for onsite conversion.

All GREENLAND PRO emergency luminaires 
and conversion packs have a 7-year warranty, 
including the LiFePO4 Lithium battery.
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CASAMBI or HubSense
GREENLAND PRO can be supplied with 
either HubSense or Casambi smart 
wireless control built-in.

Casambi and HubSense use Bluetooth wireless technology to provide comprehensive lighting 
control, including scene setting, energy saving and addressable emergency testing.​

​Wireless control systems are simple to install because they do not require additional 
communication wiring, unlike conventional DALI installations. Commissioning is streamlined 
through an app on your smartphone or tablet. If required, a gateway can be added to enable 
remote access, useful for monitoring emergency fittings across multiple sites and 
performing remote diagnostics.​

SMART WIRELESS CONTROLS

Contact our technical team for details – technical@nvcuk.com

DIMMING & SENSORS
GREENLAND PRO is available with a range of factory fitted, 
energy saving control options.

Corridor function (CF)
The corridor function dims to 10% and is commonly 
used for corridors linked to a sensor in an adjoining 
room. As long as ​movement is detected in the room, 
the corridor lighting stays ​at 10%. When someone 
enters the corridor, the lighting automatically increases 
to full brightness.

Microwave sensor (MW)
An internal microwave motion sensor is available either 
factory fitted or as a plug and play kit for onsite conversion.

Digital Dimming (DD)
The digital dimming option supports DALI dimming and 
switch dim - manual dimming using a retractive switch.
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ORDER CODE LENGTH (mm) WIDTH (mm) POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) EMERGENCY CRI CCT (K)

4000K

NGN2/8-14/840 600 100 9 / 11 / 13 / 15 1256 / 1558 / 1838 / 2127 140 / 140 / 140 / 139 >80 4000

NGN4/23-40/840 1200 100 24 / 30 / 36 / 42 4064 / 5022 / 6025 / 6925 168 / 169 / 167 / 165 >80 4000

NGN4/23-40/M3L/840 1200 100 24 / 30 / 36 / 42 4064 / 5022 / 6025 / 6925 168 / 169 / 167 / 165 M3L >80 4000

NGN5/34-60/840 1500 100 36 / 45 / 54 / 63 6021 / 7463 / 8906 / 10367 167 / 166 / 164 / 164 >80 4000

NGN5/34-60/M3L/840 1500 100 36 / 45 / 54 / 63 6021 / 7463 / 8906 / 10367 167 / 166 / 164 / 164 M3L >80 4000

NGN6/52-74/840 1800 100 53 / 61 / 69 / 77 8726 / 9937 / 11092 / 12244 165 / 163 / 162 / 160 >80 4000

NGN6/52-74/M3L/840 1800 100 53 / 61 / 69 / 77 8726 / 9937 / 11092 / 12244 165 / 163 / 162 / 160 M3L >80 4000

Standard, including manual test emergency (M3L)

  

DIMENSIONS

ORDER CODE DESCRIPTION

N/MW/MC098S-991 Plug & Play MW Sensor for NGN PRO & NCB

  

MW Sensor

ORDER CODE LENGTH (mm) WIDTH (mm) POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) EMERGENCY CRI CCT (K)

4000K

NGN2/6-12/827-40-60 600 100 6 / 8 / 10 / 12 780 / 1040 / 1300 / 1560 130 / 130 / 130 / 129 >80 2700 / 4000 / 6000

NGN4/20-38/827-40-60 1200 100 20 / 26 / 32 / 38 3160 / 4134 / 5024 / 5890 158 / 159 / 157 / 155 >80 2700 / 4000 / 6000

NGN4/20-38/M3L/827-40-60 1200 100 20 / 26 / 32 / 38 3160 / 4134 / 5024 / 5890 158 / 159 / 157 / 155 M3L >80 2700 / 4000 / 6000

NGN5/27-48/827-40-60 1500 100 27 / 34 / 41 / 48 4239 / 5270 / 6314 / 7392 157 / 155 / 154 / 154 >80 2700 / 4000 / 6000

NGN5/27-48/M3L/827-40-60 1500 100 27 / 34 / 41 / 48 4239 / 5270 / 6314 / 7392 157 / 155 / 154 / 154 M3L >80 2700 / 4000 / 6000

NGN6/34-60/827-40-60 1800 100 34 / 42 / 51 / 60 5270 / 6426 / 7752 / 9000 155 / 153 / 152 / 150 >80 2700 / 4000 / 6000

NGN6/34-60/M3L/827-40-60 1800 100 34 / 42 / 51 / 60 5270 / 6426 / 7752 / 9000 155 / 153 / 152 / 150 M3L >80 2700 / 4000 / 6000

Standard CCT Selectable (2700K / 4000K / 6000K) including manual test emergency (M3L)

  

DIMENSIONS

ORDER CODE DESCRIPTION POWER

N/LINEAR/M3L/CONV-PACK LiFe Linear M3L Emergency Conversion Pack 2

N/LINEAR/STM3L/CONV-PACK LiFe Linear STM3L Emergency Conversion Pack 2

  

Emergency conversion packs
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GREENLAND 2X5FT LED ANTI-CORROSIVE / NGN2X5/840

luminaire documentation
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filename : NGN2X5-840.ldt

meas. number : 3248

luminaire number : NGN2X5/840

date / operator : 18-09-2020

default lamp type(s))

no of lamps lamp type luminaire lumens input wattage

1 LED MODULE 9865 lm 72.8 W

dimensions

luminaire luminous area

length : 1540 mm

width : 105 mm

height : 80 mm

length : 1530 mm

width : 95 mm

height : 30 mm

coordinate system

no of planes : samples / plane :7 37

first c-plane : first gamma-angle :0.0 ° 0.0 °

step angle step angle: :15.0 ° 5.0 °

last c-plane : last gamma-angle :90.0 ° 180.0 °

symmetrics : symmetry to C0 / C90

performance

light output ratio : 100.0 %

DFF : 92.6 %

UFF : 7.4 %

classification

LiTG / DIN : A31

UTE : 0.93E+0.07T  0.93G+0.07T  

CIE : 43 72 91 93 100

BZ : 5 5 5 5 5 5 5 5 5 

C0 C90

30°30°

45°45°

60°60°

75°75°

90°90°

105°105°

100

150

200

250

I ( cd/klm ) 

AAmmbbiieenntt  TTeemmppeerraattuurree    ::  2255  ddeeggCC
IInnppuutt  VVoollttaaggee                                  ::  224400  VV
CCiirrccuuiitt  WWaattttss                                    ::  7722..88WW
AAmmppss  ((rruunnnniinngg))                                ::  00..331100AA
VV..AA..                                                        ::  7744..2299VVAA
PPoowweerr  FFaaccttoorr                                      ::  00..9988
CCCCTT                                                    ::  33997799KK  ((mmeeaassuurreedd))::  44000000KK  ((ddeeccllaarreedd))
CCRRII  ((RRaa))                                    ::  8855
SS//PP  RRaattiioo                              ::  11..77
LLuummiinnaaiirree  LLuummeennss                      ::  99886655  LLLLmm
OOuuttppuutt  CCuurrrreenntt  DDCC   ::  22xx770000mmAA
OOuuttppuutt  VVoollttaaggee  DDCC   ::  4466..55VV
OOuuttppuutt  PPoowweerr                              ::  6655..11WW
LLuummiinnaaiirree  LLmm//cciirrcc..WWaatttt ::  113355  LLLLmm//cciirrcc..WWaatttt
DDrriivveerr  EEffffiicciieennccyy                      ::  8899..44%%
DDrriivveerr  DDeettaaiillss                                      ::  AARRCCAATTEECC  AARRCC--EELL7755--11440000--222200

LightLab Photometrics Ltd., 2B The Mill Walk, Birmingham B31 4HL Tel: 07717 176990
for NVC Lighting Ltd. in accordance with BS/EN13032:4(2015) & IESNA LM79-19
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SCAN QR CODE 
TO DOWNLOAD 

CATALOGUE PAGE

Emergency – all maintained 3 hours with lithium (LiFePO4) batteries
•	 M3L: Manual test
•	 STM3L: Self-test
•	 CSDAM3L - Casambi addressable test
•	 HSDAM3L: HubSense addressable test
•	 DAM3L: DALI addressable test
•	 Emergency conversion packs (M3L and STM3L) are also available to be 
	 ordered separately for conversion on site, as listed.

Dimming
•	 DD: Digital Dimming - DALI and Switch Dim
•	 CF: Corridor Function – dim-to-10%
•	 CS: Casambi smart wireless control
•	 HS: HubSense smart wireless control

A BETTER WAY FORWARD 
FOR NON-CORROSIVE

SEE NON-CORROSIVE.
THINK GREENLAND PRO.


