
The Brighter Choice

RANGER
The smarter, cost-effective,

everyday batten

WARRA
NTYFIVE YEAR

Reliable performance for everyday installations
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RANGER is a reliable, cost-effective LED batten designed to meet the demands of 
everyday installations. Simple to install and dependable in operation, it delivers 
consistent performance across a wide range of environments - making it a practical 
choice for electricians and facilities teams alike.

With a flexible range of options and strong overall performance, RANGER provides a 
straightforward, effective lighting solution for both replacement and new installations.

Designed for dependable 
everyday performance

NVC LIGHTING

RANGER

WHY RANGER

•	 Reliable everyday
	 performance 

•	 Cost-effective, dependable
	 operation

•	 Designed for simple, 
	 straightforward installation

•	 Selectable output and 
	 colour temperature

•	 Designed for long-term 
	 reliability

KEY FEATURES
POWER SELECTABLE SIZE

EMERGENCY OPTIONS CCT SELECTABLE

5 YEAR WARRANTY EFFICIENT

RANGER is 
available in 4ft, 5ft 
and 6ft lengths.

3000K, 4000K and 6000K

All variants can be switched between 
3000K, 4000K, or 6000K as standard.

Outstanding efficiency 
of up to 151 luminarie 
lumens per circuit watt 

WARRA
NTYFIVE YEAR

RANGER is backed by a 5-year 
core warranty, covering 
unlimited operating hours 
from the date of installation. 
Emergency batteries also included.

RANGER is available 
with 3-hour 
emergency or 
optional 
conversion pack.

4-way power selection 
allowing you to tailor the 
light output requirements.

18W 
to 

62W

Up to

151
l.lm/c.W
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Designed for fast, 
easy installation
RANGER is engineered with practical, installer-friendly 
features to simplify installation while maintaining
reliable performance.

BUILD & SPECIFICATION

•	 Steel body with white gloss finish (RAL9016) 

•	 BESA fixing points on rear of body

•	 Polycarbonate end caps with 20mm conduit entry points 

•	 Opal polycarbonate diffuser

•	 LEDs on metal core PCB with aluminium heat sink

•	 Piano key loop-in/loop-out, moveable, terminal block

Power selection
4 way power 
switching for 
tailored light 

output.

Movable terminal 
block

Flexible terminal 
positioning for 
easier wiring

CCT selector 
switch

Select between 
3000K, 

4000K or 6000K

Push-button 
hinge opening

Light engine hinges 
down for easy access.

BESA Fixing 
Points 

Simplifies base 
cable entry and 

fixing

One piece light engine
Polycarbonate diffuser with 

LEDs on a steel tray.

Knock-out end entry
Simplifies through wiring.

Emergency & sensor ready
Plug/socket connectors make fitting an emergency 
conversion pack and/or a microwave sensor easy.

Reliable performance for everyday installations



4 NVC LIGHTING

NVC LIGHTING LTD 
NVC Park 201, Hollymoor Way, Rubery, Birmingham, B31 5HE UK

+44 (0)121 457 6340   I   sales@nvcuk.com   I   www.nvcuk.com

ICEL 001 - 034ID:012687

ORDER CODE DIMENSIONS
LENGTH (mm) POWER (W) LUMENS (lm) EFFICACY (l.lm/c.W) EMERGENCY CRI CCT (K)

NRG4/18-34/830-40-60 1174 18 / 24 / 28 / 34 2716 / 3629 / 4186 / 4999 150 / 150 / 149 / 146 >80 3000 / 4000 / 6000

NRG4/18-34/M3L/830-40-60 1174 18 / 24 / 28 / 34 2716 / 3629 / 4186 / 4999 150 / 150 / 149 / 146 M3L >80 3000 / 4000 / 6000

NRG5/29-52/830-40-60 1464 29 / 37 / 44 / 52 4318 / 5501 / 6449 / 7352 148 / 147 / 144 / 142 >80 3000 / 4000 / 6000

NRG5/29-52/M3L/830-40-60 1464 29 / 37 / 44 / 52 4318 / 5501 / 6449 / 7352 148 / 147 / 144 / 142 M3L >80 3000 / 4000 / 6000

NRG6/31-62/830-40-60 1734 31 / 42 / 52 / 62 4888 / 6317 / 7678 / 8695 151 / 149 / 146 / 143 >80 3000 / 4000 / 6000

NRG6/32-61/M3L/830-40-60 1734 31 / 42 / 52 / 62 4888 / 6317 / 7678 / 8695 151 / 149 / 146 / 143 M3L >80 3000 / 4000 / 6000

Standard 

  

ORDER CODE MOUNTING POWER (W) EMERGENCY

N/LINEAR/M3L/CONV-PACK INTERNAL 2 Manual-test

N/LINEAR/STM3L/CONV-PACK INTERNAL 2 Self-test

  

Emergency Conversion Packs 
ORDER CODE DESCRIPTION

NTE/NRG/MW-SENSOR/PACK Plug & Play MW Sensor Pack for Texas Pro & Ranger

  

MW Sensor

OPTIONS
Emergency – 
all maintained 3 hours 
with lithium (LiFePO4) 
batteries

•	 For M3 and M3 self-test, order one of the linear emergency 
	 conversion packs listed below.
Sensor
•	 A microwave sensor is available to be purchased separately 
	 for fitting on-site, as listed below.

L70
50,000

SDCM

<5
IP
20

LITHIUMIK

08
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A micro-wave sensor is available to be supplied ready fitted (MW) or 
purchased as a separate item and installed on-site, as listed overleaf.
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NTE4-11-20-830-40-60(11W-840)  
 

 
Page 1 of 11 

 
Photometered in accordance with BS/EN13032:4(2015)+1A:2019 & IESNA LM79-19 

NVC Lighting Ltd • NVC Park 201 • Hollymoor Way • Rubery Birmingham B31 5HE UK 
 

Dimensions: 

Sample Luminous Area 

Length: 1180mm Length: 1125mm 

Width:  60mm  Width: 60mm 

Height: 70mm Height: 40mm 

 

 
 
 

  
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

      

 

  Light efficiency: 
 156 Lumen/Watt 

  Light quality:

 
   Colour temperature:

 
 

CRI: 86.4 

4000 K 

Beam angle 

CIE 1931 
x: 0.381 
y: 0.377 

Product name: NTE4-11-20-830-40-60(11W-840) 
Operator: TOD 
Ambient room temperature Deg C: 25 
DUT ambient temperature Deg C: 25.2 
Air movement: 0m/s 
Measurement distance: 9.46m 
Item number: 3837 
Driver Used: TRIDONIC LC20-200-350-67 flexcc  1p 
SN4C 280004923  
Downward flux fraction: 84.49% 
Upward flux fraction: 15.51% 
 
EU Eco-design Parameters  
EU Eclass: D 
DLS-NDLS: NDLS 
Useful Luminous Flux: 1756 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Spectra 

Voltage: 231 V 
Current: 0.055 A 
Frequency: 50 Hz 

Power 

           Test report for:  

 

Output: 1756 lm 

Power: 11.2W 

PF: 0.88 

Peak: 409 cd 

Date: 22/04/2025 

Reliable, cost-effective and easy to install, Ranger delivers improved 
performance and flexibility for everyday installations.


